
 
• Roll can across clay 
• Cut along top and bottom line 

 
• Wedge one edge 

• Turn over and wedge other end 

 
• Scratch each wedged end  

• Apply slip 

 
• Roll clay around can  

• Stick together-form cylinder 

 
• Smooth seam 

 
• Place cylinder on  clay slab 

• Cut out mug base 

 
• Scratch edges of base &  

cylinder  

• Apply slip 

 
• Stick together 

• Smooth seam 

 
• Using straight-edge, cut piece 

for handle 

 
• Scratch handle 

• Apply slip 

 
• Scratch Mug 

• Place handle on cylinder seam 

 
• Apply slip 



 
• Stick on handle 

• Smooth out 

 
• Scratch, slip, stick handle 

bottom. 

• Cut off excess 

 
• . Apply design elements.  

Stamps, stencils, and texture 

tools are available. 

 
• Using thin stick supplied, roll 

out a section of clay 

 
• Place flex stamp on clay and 

roll over 

 
• Cut out elements of the design. 

 
• Scratch, slip, stick design 

elements onto mug and smooth 

 

• Allow mug time to dry slightly 

(approx. 10 minutes) 
• Mug should be slightly flexible 

but able to hold shape. 
• Do Not place mug directly in 

front of a fan.  This will cause 

cracking. 

 
• Carefully and slowly remove 

can by pulling up sock.  
 

 
• Smooth inside seams & Lip. 

• Use a paint brush to apply slip 

seal the inside bottom. 

Congratulations!  You have made 
a mug.   
 
Your mug will need to dry in our 
kiln room for about a week.  After 
that time, it will be placed in the 
next available kiln load and fired 
to a hard white ceramic called 
Bisque.  Our staff will contact you 
when the mug is ready for you to 
return to paint the mug.  

After your mug is 
painted, it will 
take approx. 5-7 
days for firing.  
Staff will call 
when it is ready 
for pick up.  Your 
mug will be food 

safe and ready for use.  We 
recommend that this mug be 
hand washed and not placed in a 
microwave to protect it from 
damage.   



 


